
Flexible LED strips with 72 LEDs reaching up

to 120 lm/w efficacy. Comes with double-

sided tape for easy peel and use; the low

temperature double sided copperplate design

and low voltage drop. Great bendable and

twistable design perfect for small light boxes

and 3D letters.

• Aluminium profiles

• Advertisement boxes

• Signs

• General lighting

• Automotive accents

• Accent decor

FEATURES & BENEFITS

APPLICATION

GENERAL SPECIFICATIONS

SUPPLY VOLTAGE 12 VDC

WATTS PER METER 7.2 W

CRI 80

LEDs PER METER 72

CUTTING STEP 41.6 mm 

STRIP WIDTH 6 mm 

COLOUR / CCT 3000 K | 6500 K

OPERATING TEMPERATURE -20 °C ~ +45 °C

STORAGE TEMPERATURE +5 °C ~ +70 °C

CERTIFICATION CE and RoHS compliant

IP CLASS IP 20

LIFETIME L80 60 000 h

WARRANTY 5 years

MOUNTING OPTIONS double-sided tape

ITEM DESCRIPTION

LINELIT ZIGZAG

DIMENSIONS, MM

• 5-years warranty

• Durable thermal conductive double-sided

adhesive tape

• Compact 6 mm width

• Bendable and twistable led strip

• Low voltage drop

ORDER INFORMATION

SKU POWER per METER, W COLOUR EFICACY, LM/W LUMEN OUTPUT, LM

BLSP-ZZ-LE72830I7.2 7.2W 3000 K 113 814

BLSP-ZZ-LE72865I7.2 7.2W 6500 K 120 864

IP20 7.2W60 000 h
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SKU CRI
METERS per 

REEL
REELS per BOX

LENGTH per 
BOX, M

WEIGHT per 
BOX, kg

BLSP-ZZ-LE72830I7.2 3000K 5 50 250 5

BLSP-ZZ-LE72865I7.2 6500K 5 50 250 5

PACKAGING INFORMATION
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